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SAFETY PRECAUTIONS/WARNINGS:  
 

IT IS THE OPERATORôS RESPONSIBILITY TO ENSURE ALL SAFETY ITEMS ARE CON-

SIDERED BEFORE OPERATING THE SEALIFT.  THE OPERATOR SHOULD READ ALL OF 

THE SAFETY PRECAUTIONS/WARNINGS LISTED BELOW AND SHOULD BE AWARE OF 

THE PHYSICAL DAMAGE THAT CAN OCCUR IF MATERIAL OR PEOPLE ARE IN THE 

NEAR VICINITY OF THE SEALIFT WHEN IT IS IN OPERATION. THE OPERATOR 

SHOULD READ THE ENTIRE OWNERôS MANUAL BEFORE OPERATING THE SEALIFT. 

 

Sealift is not intended for use in rough seas. 
Do not operate the Sealift with persons in, on, or around the SeaLift or the watercraft being lifted or deployed.  

SeaLift should be secured in upright position before swimming. 
Do not jump or dive from host vessel while the SeaLift is in any position other than the stowed and locked 

position. 
SeaLift must be in a ñstowed and lockedò position before and during operation of the host vessel it is attached 

to. 
Do not leave the SeaLift in the down position for extended periods of time to avoid marine growth. 

(Barnacles, algae, etc...) 
The engine on the watercraft being lifted or deployed must be turned off prior to operation of the Sea-

Lift.  
The SeaLift should not be used to tow with or from. 
If you remove the cradle assembly, while the host vessel is in the water, always tie a safety line to the cradle 

assembly before removal. 
Always secure your watercraft with the tie down straps provided while watercraft is in stowed position. 
Do not use the SeaLift as a crane. The SeaLift is customed designed to lift a specific watercraft and a specific 

weight. Overloading the SeaLift or lifting something the SeaLift is not designed to lift may result in dam-

age to the SeaLift and/or the host vessel. 
 

 

OPERATING INSTRUCTIONS FOR SEALIFT  
 

General Operating Instructions 
 

To operate SeaLift, ensure the load rating has not been exceeded.  Water weighs approximately 8 lbs per gallon.  

Your watercraft can weigh 1000ôs of lbs if full of water.  Always pull the drain plug and cover your watercraft 

while in the stowed position to ensure the watercraft is not holding or taking on water. 

 

MAKE SURE THE SEALIFT AND SURROUNDING AREA ARE CLEAR  PRIOR TO OPERATION.  
 

Main 150 amp reset breaker must be in the ñOnò position. 

 

Turn the electrical system on/off switch to the ñOnò position. 

 

Make sure there is no debris or foreign matter in the two transom bracket mechanisms that will effect the operation 

as the arms rotate. 

 

While standing at the transom and observing the Sealift area is clear, push the down button to activate lift (see Op-

eration of remote controls below). 

 

Do not pulsate the SeaLiftôs movement. Pulsating the unit will put undesirable stress on the electrical system.  

Keep the button depressed until the Sealift bottoms out. 

 

Once the watercraft floats free from the SeaLift, continue to hold the down button for two to three seconds to en-

sure the watercraft clears the lift. 
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To raise the lift, follow the same safety procedures as above, position the watercraft in the center of the bunks 

(chocks) and push the ñUPò button. 

 

ABOVE ALL ELSE, BE ABSOLUTELY POSITIVE THAT THE AREA IS CLEAR OF PEOPLE BE-

FORE RAISING OR LOWERING THE SEALIFT.  
 

When the lift is not in operation, the main electrical on/off switch should be in the ñoffò position.  This will prevent 

any accidental operation of the lift. 

 

A beeping sound (similar to a truck backup alarm) will emit from the SeaLift while the SeaLift is being operated to 

alert the operator and others nearby the SeaLift is in operation. The beeping sound is a safety feature and is neces-

sary for your boating safety. In the event the sounding does not occur during operating contact your dealer or Sea-

Lift to repair the sounding device to good working order. 

 

Operation of Remote Controls 

 
The SeaLift is equipped with one hardwire remote control and two wireless remote controls. Both types of controls 

are standard in the industry. However, there are few things the operator must understand about the controls: 

 

Hardwire Remote 

 
The hardwire remote is made by Imtra and illustrated in Figure 1. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

To en- able the hard-

wire remote press the ñActivationò  button. 

 

Figure 1 
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